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Department of Energy § 430.27 

(w) Ceiling fans. The airflow and air-
flow efficiency for ceiling fans, ex-
pressed in cubic feet per minute (CFM) 
and CFM per watt (CFM/watt), respec-
tively, shall be measured in accordance 
with section 4 of appendix U of this 
subpart. 

(x) Ceiling fan light kits. The efficacy, 
expressed in lumens per watt (lumens/ 
watt), for ceiling fan light kits with 
sockets for medium screw base lamps 
or pin-based fluorescent lamps shall be 
measured in accordance with section 4 
of appendix V of this subpart. 

(y) Medium Base Compact Fluorescent 
Lamps. The initial efficacy, lumen 
maintenance at 1,000 hours, lumen 
maintenance at 40-percent of rated life, 
rapid cycle stress test, and lamp life 
shall be measured in accordance with 
section 4 of appendix W of this subpart. 

(z) Dehumidifiers. (1) When using ap-
pendix X (see the note at the beginning 
of appendix X), the energy factor for 
dehumidifiers, expressed in liters per 
kilowatt hour (L/kWh), shall be meas-
ured in accordance with section 4.1 of 
appendix X of this subpart. 

(2) When using appendix X1 (see the 
note at the beginning of appendix X1), 
the integrated energy factor for dehu-
midifiers, expressed in L/kWh, shall be 
determined according to paragraph 5.2 
of appendix X1 to this subpart. 

(aa) Battery Chargers. Upon the effec-
tive date of any energy conservation 
standard for battery chargers gov-
erning active and maintenance mode 
energy consumption, the 24-hour en-
ergy consumption of a battery charger 
in active and maintenance modes, ex-
pressed in watt-hours, and the power 
consumption of a battery charger in 
maintenance mode, expressed in watts, 
shall be measured in accordance with 
section 5.10 of appendix Y of this sub-
part. The power consumption of a bat-
tery charger in standby mode and off 
mode, expressed in watts, shall be 
measured in accordance with sections 
5.11 and 5.12, respectively, of appendix 
Y of this subpart. 

(bb) External Power Supplies. The en-
ergy consumption of an external power 
supply, including active-mode effi-
ciency expressed as a percentage and 
the no-load, off, and standby mode en-
ergy consumption levels expressed in 
watts, shall be measured in accordance 

with section 4 of appendix Z of this 
subpart. 

[42 FR 27898, June 1, 1977] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 430.23, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and at www.fdsys.gov. 

§ 430.24 [Reserved] 

§ 430.25 Laboratory Accreditation Pro-
gram. 

Testing for fluorescent lamp ballasts 
performed in accordance with appendix 
Q1 to this subpart shall comply with 
this § 430.25. The testing for general 
service fluorescent lamps, general serv-
ice incandescent lamps, and incandes-
cent reflector lamps shall be performed 
in accordance with Appendix R to this 
subpart. The testing for medium base 
compact fluorescent lamps shall be 
performed in accordance with Appendix 
W of this subpart. This testing, with 
the exception of lifetime testing of 
general service incandescent lamps, 
shall be conducted by test laboratories 
accredited by the National Voluntary 
Laboratory Accreditation Program 
(NVLAP) or by an accrediting organi-
zation recognized by NVLAP. NVLAP 
is a program of the National Institute 
of Standards and Technology, U.S. De-
partment of Commerce. NVLAP stand-
ards for accreditation of laboratories 
that test for compliance with stand-
ards for fluorescent lamp ballast lumi-
nous efficiency (BLE), lamp efficacy, 
lamp lifetime, and fluorescent lamp 
CRI are set forth in 15 CFR part 285. A 
manufacturer’s or importer’s own lab-
oratory, if accredited, may conduct the 
applicable testing. Testing for BLE 
may also be conducted by laboratories 
accredited by Underwriters Labora-
tories or Council of Canada. Testing for 
fluorescent lamp ballasts performed in 
accordance with Appendix Q to this 
subpart is not required to be conducted 
by test laboratories accredited by 
NVLAP or an accrediting organization 
recognized by NVLAP. 

[77 FR 4216, Jan. 27, 2012] 

§ 430.27 Petitions for waiver and appli-
cations for interim waiver. 

(a)(1) Any interested person may sub-
mit a petition to waive for a particular 
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